Pneumatic Cables & Tubes<

Single - and multi tubes
* Osnaline, if nothing else is noted * Flame-retardent pvc-jacket standard
can even be delivered with flame-retardent halogen free LDPE-jacket
* Single tubes are delivered in boxes of 250 m (6 mm), 100 m (8 mm), with jacket 250m.
* Multi tubes are delivered on drums of 500 m
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Size Type.No. Part.No.
Multi tube polyethylene/pvc-jacket
2 x 6 mm black flat 7011 21-011
2 x 6 mm black 7011 21-012
2 x 6 mm blue 7011 21-013
2 x 8 mm black 7011 21-016
2 x 8 mm blue 7011 21-018
3 x 6 mm black 7011 21-043
3 x 6 mm blue 7011 21-017
7 x 6 mm black 7011 21-024
7 x 6 mm blue 7011 21-023
12 x 6 mm black 7011 21-028
12 x 6 mm blue 7011 21-029
2 x 1/4” black 7011 21-010

Multi tube polyamide/pvc-jacket

2 x 6 mm black 7031 21-351
2 x 6 mm green 7031 21-352
2 x 8 mm black 7031 21-354
2 x 8 mm green 7031 21-355
2 x 10 mm black 7031 21-357
2 x 10 mm green 7031 21-358

Electrical-pneumatic cable ”IAC” polyethylene/pvc-jacket

1 x 6 mm + PG 2x0.5 black IAC 21-031
1 x 6 mm + PG 2x0.5 blue IAC 21-034
1 x 8 mm + PG 2x0.5 blue IAC 21-032
2 x 6 mm + PG 2x0.5 blue IAC 21-033
2 x 6 mm + PG 2x0.5 black IAC 21-035
1 x 6 mm + PG 2x2x0.5 black IAC 21-0315
1 x 6 mm + PG 2x2x0.5 blue IAC 21-0345
1 x 8 mm + PG 2x2x0.5 blue IAC 21-0325
2 x 6 mm + PG 2x2x0.5 blue IAC 21-0335
2 x 6 mm + PG 2x2x0.5 black IAC 21-0355
2 x 8 mm + PG 2x2x0.5 blue IAC 21-0338
1 x 6 mm + 1x2x1,3 blue profibus IAC 21-046

Electrical-pneumatic cable ”"IAC” polyamide/pvc-jacket

1 x 6 mm + PG 2x0.5 black IAC 21-381
1x 6 mm + PG 2x0.5 green IAC 21-382
1x 10 mm + PG 2x0.5 green IAC 21-386
1x 6 mm + PG 2x2x0.5 green IAC 21-3825
1x 10 mm + PG 2x2x0.5 mm green IAC 21-3865
1 x 6 mm + KJAAM 2x2x0.5 black IAC 21-391
2 x 6 mm + KJAAM 2x2x0.5 black IAC 21-395
2x10 mm + OLFLEX 4 x 1 black  IAC 21-399

5, |. A.C Komponenter AB
eL International Automation Components

P.O Box 60, S-566 22 Habo Phone: +46 (0)36 477 00 Fax: +46 (0)36 477 15
E-mail: habo@iackomp.se www.iackomp.se




Pneumatic Cables & Tubes<

Single - and multi tubes
* Osnaline, if nothing else is noted * Flame-retardent pvc-jacket standard
can even be delivered with flame-retardent halogen free LDPE-jacket
« Single tubes are delivered in boxes of 250 m (6 mm), 100 m (8 mm), with jacket 250m.
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Size Type.No. Part.No.

Halogen free Multi tube polyethylene/LDPE-jacket

2 X 6 mm blue 7011 21-413
7 x 6 mm black 21-424

Halogen free Multi tube polyamide/LDPE-jacket

2 x 6 mm black 7031 21-512
2 x 6 mm blue 7031 21-513
2 x 6 mm green 7031 21-514
2 x 8 mm black 7031 21-515
2 x 8 mm blue 7031 21-516
2 x 8 mm green 7031 21-517
2 x 10 mm black 7031 21-518
2 x 10 mm blue 7031 21-519
2 x 10 mm green 7031 21-520
Halogen free Elect.-pneumatic cable ”IAC” polyamide/LDPE-jacket
1x6 mm + PG 2x0.5 blue IAC 21-533
1x6 mm + PG 2x0.5 green IAC 21-534
1x6 mm + PG 2x2x0.5 green IAC 21-5345
1x8 mm + PG 2x0.5 blue IAC 21-536
1x8 mm + PG 2x0.5 green IAC 21-537
1x8 mm + PG 2x2x0.5 green IAC 21-5375
1x10 mm + PG 2x0.5 black  IAC 21-538
1x10 mm + PG 2x0.5 green  IAC 21-540
1x 10 mm + PG 2x2x0.5 green IAC 21-5405
2 x 6 mm + PG 2x2x0.5 black IAC 21-542
2 x 6 mm + PG 2x2x0.5 blue  IAC 21-543
2x 8 mm + PG 2x2x0.5 blue  IAC 21-546
2 x 8 mm + PG 2x2x0.5 green IAC 21-547
2 x 10 mm + PG 2x2x0.5 black 1AC 21-548
2 x 10 mm + PG 2x2x0.5 blue IAC 21-549
1x 6 mm + PG 2x1.0 blue IAC 21-563
1x 8 mm + PG 2x1.0 blue IAC 21-566
2 x 8 mm + PG 2x2x1.0 blue  IAC 21-569

Halogen free Elect.-pneumatic cable ”IAC” polyethylene/LDPE-jacket

1 x 6 mm + PG 2x0.5 black IAC 21-432
2 x 6 mm + PG 2x2x0.5 black IAC 21-442
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